BORING /JACKING

A.  MATERIALS
1. CASING PIPE SHALL BE WELDED STEEL PIPE CONFORMING TO AWWA C—202
WITH BITUMINOUS OR PETROLEUM COATING.
B. INSTALLATION (CASING PIPE)
1. FURNISH INSTALLATION METHODS TO THE CITY FOR APPROVAL.
2. ALL METHODS AND PROCEDURES SHALL BE APPROVED BY THE CITY PRIOR
TO CONSTRUCTION.
3. ADEQUATELY SUPPORT ALL TRENCHES AND BORING/JACKING PITS.
4. INSTALL TO LINE AND GRADE SHOWN.
C. INSTALLATION (CARRIER PIPE)
1. PLACE CONDUITS IN CASING PIPE TO SAME RELATIVE POSITIONS AS
ADJACENT DUCT BY USE OF SPACERS.
2. FILL THE SPACE BETWEEN CONDUITS INSIDE THE CASING PIPE WITH CLEAN
SAND OR OTHER APPROVED MATERIALS AS APPROVED BY THE CITY.

/—MECHANICAL RESTRAINED JOINT PIPE

CASING PIPE
FILL SPACE WITH CLEAN SAND \

STEEL CASING PIPE

A. STEEL PIPE SHALL HAVE A MINIMUM YIELD STRENGTH OF 35,000
PSI.

B. JOINTS BETWEEN THE SECTIONS OF PIPE SHALL BE FULLY WELDED
AROUND THE COMPLETE CIRCUMFERENCE OF THE PIPE.

C. SIZE—A MINIMUM OF 4" GREATER THAN THE LARGEST OUTSIDE
DIAMETER OF THE CARRIER PIPE, EXCLUDING BELL SECTIONS.

D. A STEEL CASING PIPE WILL BE REQUIRED FOR STORM SEWER, WATER
MAIN, AND SANITARY SEWER. SIZE OF THE CASING PIPE WILL NEED TO
BE DESIGNED FOR EACH INDIVIDUAL INCIDENT AND APPROVED BY THE
CITY ENGINEER.

OR OTHER APPROVED MATERIALS. 1° STEEL STRAPS DIAMETER
BANDED TO PIPE WATERMAIN N
. NOTCHED IN SKIDS SIZE NOMIN NOMINAL THICKNESS
. (INCHES) (INCHES) (INCHES)
prEEE 70 AND UNDER 0.188
& 14 0.250
5 16 0.28T
_ 18 0.312
2 20 & 27 0.344
O &\CARRIER PIPE 16 24 0.3/5
T - 26 0.406
JRER 28 0.438
20 30 0.469
ONCRETE PLUGS 5 = §C2 = 8-2?2
AT BOTH ENDS :
SMOOTH WALL SPIRAL 23 8'28421
WELDED STEEL CASING PIPE THREE 4”X4”X5'—0" LONG WOOD OR PLASTIC SKIDS 20 Lo
ASTM—A—139. WITH GREASED BOTTOMS, STRAPPED TO EACH END yya—r 06y
OF EACH PIPE. :
PIPE BELL MUST BE SUPPORTED OFF CASING PIPE. gg 8-91898
52 0.750
CARRIER PIPE o4 0781
56 & 58 0.812
— 60 0.844
52 0.875
\/ CASING PIPE 62 0875
66 & 68 0.938
70 0.969
72 1.000
1" STEEL STRAPS
BONDED TO PIPE
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