CURB STOP IN CURB
BOX WITH 48" COVER

7% ON SERVICE
CORPORATION STOP WITH SADDLE
WATER MAIN
K—COPPER TO BACKFLOW PREVENTER A 77 |
40" BETWEEN JOINTS WITH < '
NO COUPLINGS IN STREET /
[T)
g DOUBLE CHECK VALVE
CURB—/ - WITH GATE VALVES
- IN PIT OR BUILDING PER
CURB STOP IN 5-1/4" VALVE BOX & FIRE DEPARTMENT
LOCATED 8 FROM MAIN o)
1 o ONE JOINT ALLOWED
CURB STOP TO BE FORD BETWEEN PROPERTY
"ROUND WAY” OR EQUAL LINE AND BUILDING
2" FIRE LINE SERVICE
(METER REQUIRED)
DOUBLE DETECTOR
CHECK VALVE WITH OSY
GATE VALVES. DETECTOR
7 METER TO READ IN C.F.
WATER MAIN SINGLE
\/‘C CHECK
VALVE
> ClLASS 53 DUCTILF e
ALL UNDERGROUND F F
JOINTS RESTRAINED /
IN BUILDING OR PIT
TAPPING VALVE AND SLEEVE IN w
g PER FIRE DEPARTMENT
\J(j 5-1/4” VALVE BOX / 3
o] >
NOTE: s &
DOMESTIC AND FIRE PROTECTION TAPS MUST 3 &
BE SEPARATE TAPS AT WATER MAIN. g
[1's
y— PRIVATE FIRE HYDRANT
(MIN. 6" SERVICE)
WALL/POST INDICATOR
4" AND LARGER FIRE LINE SERVICE VALVES SHALL BE ADDED
ON PREMISES AT FIRE
(METER REQUIRED) DEPARTMENT REQUEST
e — I
REVISIONS: DATE

CITY OF 2" FIRE LINE AND PemTTIO | ERSVER

URBANA 4" AND LARGER FIRE LINE e




